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Although it is noticeable if the shells are installed 
incorrectly, the connecting rod can be installed with the 
bearing shells in the wrong location. There is enough clearance 
that the rod can be bolted in place to the crankshaft. If this 
happens, the engine is destined to fail. The bearing will wear 
on the �llet radius of the crankshaft. Since the lower shell 
(which is now in the upper position) does not have the oil 
supply hole in it, then the connecting rod bushing (small end) 
and piston pin connection fails due to the lack of an oil supply.

   
Fractured Connecting Rods
Special care must be used when handling fractured connecting 
rods. The rod cap should be kept completely separated from 
the rod or tightened correctly to the rod whenever the parts 
are handled. If they are assembled and the bolts are not 
tightened, the surfaces will scrub together, and the rod will not 
torque correctly when reassembled. Something as simple as 
dropping the cap or temporarily putting it on backwards with 
the rod will damage the surfaces. These rods must be replaced 
if there is any damage to the mating surfaces of the rod or cap.

Each time the fractured joint is separated small amounts 
of debris may be produced. The surfaces should be carefully 
cleaned with solvent and a soft nylon brush; do not use a wire 
brush or course method when cleaning these surfaces. 

A fractured rod can be identi�ed by the small hole on the 
bottom of the rod cap. A saw cut rod does not have a hole in 
the cap.

(continued)

Bearing Installed Correctly – the oil port is open and  
the bearing is evenly centered in the rod.

Bearing Installed Incorrectly – the oil port is blocked and 
the bearing is not evenly centered in the rod.

Fluidampr.com
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The bearings for the fractured rods also have an upper and 
lower shell, but the tab design prevents them from being installed 
incorrectly. The bore diameter (big end) of the fractured connecting 
rod is larger and the wall thickness of the fractured bearing is 
thicker, so there is chance of installing them into a saw cut rod.  

Connecting Rod Bolts 
If the connecting rod bolts are going to be reused, then they must 
meet the following criteria: 

• The minimum diameter for the bolt above the threads is 
11.10mm (0.437").

• The maximum length of the bolt from the bottom face of the 
bolt head to the end of the bolt is 101.00mm (3.976"). 

If the bolts do not meet both requirements they should be 
replaced.

Preventative Measure
Attention to some of the smallest details and referring to the latest 
OE service publications are two key factors in a quality rebuild or 
repair.

Statistics show that debris (dirt) is the number one cause of 
bearing failure, which brings us to the first simple precaution.  
To those not familiar with the ISX engines, the presence of small 
plugs in the engine and gasket kits may seem odd or perplexing.  
If the technician does not know their purpose, and/or if discovered 
after the engine repair, this can lead to confusion.

Over the years, Cummins has had various service campaigns 
and literature stressing the importance of using these plugs during 
repairs on ISX engines. Sadly, these plugs are often overlooked.

The purpose of these plugs is to temporarily block off the 
oil ports, thus keeping debris out of the engine while it is being 
repaired. On the ISX engine, there are almost straight ports from 
the lower bearings to the upper bushings in each corner of the 
cylinder block and head. After the cylinder head is removed, these 
ports become open pathways for debris to enter straight down into 
the lower oil passages of the engine. 

Below is a photo of the front of an ISX block with the plugs 
(circled in green) installed in the oil ports.

There are two additional ports at the back of the block.

Plugging the ports in each corner of the cylinder head is also 
important, since debris entering these ports can go directly into the 
cam and upper bushings.

Of course, there are far more ports and openings to consider 
on an engine than just where these plugs are used. In fact, there 
are additional plugs used for the front and sides of the cylinder 
block. The OE service manuals have more detailed instructions 
for keeping debris out, and for cleaning and protecting engine 
components. 
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Camshaft Bushings
The injector camshaft and bushings on 
the earlier dual cam engines is massive in 
comparison to the valve camshaft, with 
a journal diameter of approximately 

85.0mm (3.346") compared 
to the journal diameter of 

approximately 65.0mm 
(2.559") of the valve 

cam. The injector 
cam weighs almost 

60 lbs., versus 
35 lbs. for the 

valve cam. 

While it may be common practice to 
drive the camshaft bushing in for other 
engines, Cummins installation instructions 
indicate that the cam bushings (injector 
and valve) are to be pressed in (not driven). 
Several cylinder head rebuilders have 
reported that they are convinced that due 
to the size and amount of retention (crush) 
holding the injector cam bushings in place, 
they cannot be driven in without distorting 
or damaging the bushing, resulting in 
bushing failures.

 
Prelube
Common to most assembly instructions 
and practices, prelubing an engine before 
startup is not a new practice. In the dual 
cam ISX engines, the massive injector 
camshaft receives its oil from the cylinder 
head at the end journals (#1 and #7). Oil is 
then supplied to the remaining journals via 
the large oil port inside the camshaft. This 
internal oil port holds approximately 1.06 
liters (36 oz.) of fluid. That is a capacity 
of over a quart of oil in this camshaft 
alone! Considering the load these camshaft 
bushings carry, the timing for pressurized oil 
to reach the bushings is critical.

So, what is next? Roll up the air 
hoses, sweep the shop, clean up the 
tools, wash your hands, and have a 
snack before it is time to open the 
next surprise package.n
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